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In as much as CAMIE-CAMPBELL, INC. has no control over the use to which others may put the material, it does not guarantee that the same results described herein 

will be obtained. Each user should make his own tests to determine the material’s suitability for his own particular use. 

 
CAMIE-CAMPBELL, INC. 
Aerosol and Bulk Industrial Specialty Chemicals 

9225 Watson Industrial Park     St. Louis, MO 63126-1581 
314-968-3222     800-325-9572     fax: 314-968-0741 
E-mail:  camie@camie.com     www.camie.com 

CAMIE 999 PRODUCT DATA SHEET 

 
Camie 999 is a release agent/lubricant dispersed in solvent. Its active ingredient complies 

with FDA regulations. This product can be used as a lubricant for certain applications. Camie 

999 is an ideal parting and release agent for most applications once the solvent has com-

pletely evaporated. Eliminates squeaking and sticking in most applications. 

Applications Camie 999 is a general purpose lubricant 

with a very dry spray pattern. Spray on all 

plastic and painted surfaces. 

Container Size 20 Fluid Ounce Can 

Product Description Dry Silicone Spray 

Net Weight 13 Ounces 

Cans Per Case 12 

Case Dimensions - Inches 11.75 ”L x 8.75” W x 10.5” H 

Case Weight 14 Pounds 

Cases Per Pallet 72 

Appearance Colorless Non-Staining Liquid 

Odor Sweet mint when wet /  

Odorless when dry 

Solvent System Isoparaffinic Hydrocarbon / Acetone 

Propellant Hydrocarbon, HFC 

Heat Resistance -40˚F - 500˚F 

Solids 4% 

Spray Pattern Dry Conical Mist 

VOC% 58.4 

VOC Compliant for CA & OTC Yes 

NSF Registered Yes 

NSF Category Code H-2 

Aerosol Flammability Level Level 3 Aerosols 

Warranty Period One Year from date of shipment 

DOT Proper Shipping Name Consumer Commodity ORM-D for domestic 

ground shipment. (See MSDS for additional 

shipping information) 


