
Product TECHNICAL DATA SHEET

Manufactured by:
SPRAYWAY, INC.

2651 Warrenville Rd. Ste. 300 • Downers Grove, IL 60515
800-332-9000 • Fax:  630-543-7797 • www.spraywayinc.com

DESCRIPTION: 583 Webbing Screen Printers’ Adhesive is a clear, pressure-sensitive, web or lace-type spray  
adhesive. It offers the user quick tack, has a low soak in and will not wrinkle the work while
in use. 583 remains pressure sensitive for a long time and can be reused continuously. Simply 
spray the pallet lightly, allow to tack, and use on fleece or other high density garments,  
including jackets. 

SPECS: Can Size: 20 oz.

Net Weight: 12 oz/340 g

Shipping Weight: 1.108 lbs

Packaged: 12 cans per case

UPC Number: 0 41911 00583 8

PHYSICAL Color: Light yellow

CHARACTERISTICS: Fragrance: Solvent

Shelf Life: 1 Year +

REGULATORY: Recyclable Packaging: Yes

VOC Compliant CARB/OTC: Yes

24 HOUR MEDICAL EMERGENCY: 1-866-836-8855

PRODUCT FEATURES: • Strong for Hard-to-Hold Garments

SW583 Fast Tack Webbing Screen Printers’ Adhesive

SW583_062018


