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In as much as CAMIE-CAMPBELL, INC. has no control over the use to which others may put the material, it does not guarantee that the 
same results described herein will be obtained. Each user should make his own tests to determine the material’s 

suitability for his own particular use.
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Camie 575 Screen Printers’ Flash Cure Adhesive, Low VOC.
is recommended to the textile screen printer who is using a flash curing 
technique on the ink. Camie 575 is particularly suited for the rapid heat cycles 
encountered in this process. 

Applications 

 

Container Size 20 Fluid oz. Container 

Product Description Screen Printers' Flash Cure Spray Adhesive 

Net Weight 14 Ounces 

Cans Per Case 12 

Case Dimensions- Inches 10 3/4 L x 8 3/16 W x 10 3/16 H 

Case Weight 14.7 Pounds 

Cases Per Pallet 72 Cases 

Appearance Clear 

  

  

Propellant Dimethyl Ether, Hydrocarbon 70 PSI 

Bond Time None 

Heat Resistance N/A 

Solids 30%

Spray Pattern Mist

VOC % 53.1%

VOC Compliant for CA & OTC Yes 

Aerosol Flammability Level Level 2 Aerosols 

Warranty Period One Year From Date of Shipment 

Food packaging Adhesive Com-
plies with 21CFR 175.105 

No 

DOT Proper Shipping Name 

 

Camie 575 Screen Printers’ Flash Cure 
Spray Adhesive is a clear, mist-type spray 
adhesive that tacks quickly and should 
hold all textile type products, including 
fleece garments.

Odor Solvent

Solvent System Heptane, Acetone and Methyl Acetate

Limited Quantity for domestic ground 
shipment (See SDS for additional 
shipping information)


